The FiberLite® Pod Express™ gives you all the essentials for fiber splicing with the quality and craftsmanship expected from a Pelsue trailer. Beginning with Pelsue’s standard aluminum frame and long-lasting fiberglass shell, the flexible interior can be fully customized upon order, or arrive ready for you to make your own adaptations to align to your needs and budget.

With durable finishes and slider windows on both sides, fresh air and natural light are abundant in this compact yet flexible workspace. An optional cable access door, located on the side of the trailer, allows flexibility to bring in splice cases if you can’t bring them through the rear door.

**WEIGHT/DIMENSIONS**

- Standard Finished Weight: 2000 lbs.
- GVWR: 3000 lbs.
- Exterior Dimensions: 16’ L x 7.5’ W x 9.5’ H
- Interior Dimensions: 9’ L x 5.5’ W x 6.5’ H
STANDARD FEATURES

Body:
- Heavy-duty all-aluminum frame construction
- Hand-laid fiberglass gel coat body with removable rubber foot mat
- Rear personnel entry door
- 2 slider windows with screens
- Cable access slot adjacent to entry door
- Single torsion axle, 3000 lbs.
- ST205/75R15 tires

Storage:
- 2 overhead storage cubbies

Lighting:
- 12 VDC LED lighting
- LED Clearance lights per DOT standards
- Rooftop beacon

Power:
- Onan genset, 4.0kW, 120 VAC, gasoline
- Shore power inlet, 120/240 VAC Hubble Twist Lock
- 3 GFI duplex 120 VAC, 15-amp receptacles

Miscellaneous:
- 15,000 BTU low profile Coleman Mach Series Roughneck Model Air Conditioner

OPTIONAL FEATURES

Body:
- Insulated upper body
- Security bars on side windows and rear door window
- Electric brakes with DOT breakaway system

Storage:
- Full streetside cabinetry

Lighting:
- Directional LED over rear entry door
- Rear floodlight - 12 VDC LED adjacent to rear entry door

Power:
- 25’ longshore power cord
- Roof mounted solar panel battery charger

Miscellaneous:
- Cross-aisle counter
- Rear-door security system
- 120 VAC, 5120 BTU, 1500-watt portable heater
- Wall-mounted heater: 240 VAC/2250-watt (LPG/gasoline genset only) or 120 VAC/1500-watt (diesel genset only)
- Front and rear stabilizer jacks
- Chocks and chock holder
- Task chair
- Spare tire and carrier