The FiberLite® XL Tradesman™ is Pelsue's flagship fiber splicing trailer trusted by leading communication companies to meet the demand for safety and durability while also providing reliable, long-lasting value and security in the field. Pelsue's quality standard begins with aluminum frame construction, premium craftsmanship and the unmatched longevity of a fiberglass body.

The spacious interior of the FiberLite® XL Tradesman™ means plenty of cabinet storage, counter space and lighting. Neat and smooth finishes make cleaning and maintenance easy, and heating and cooling options create a comfortable working environment no matter what the weather throws at you.

WEIGHT/DIMENSIONS

Standard Finished Weight: 3000 lbs.
GVWR: 5000 lbs.
Exterior Dimensions: 18’ L x 8’ W x 10’ H
Interior Dimensions: 11’ L x 6’ W x 7’ H
### STANDARD FEATURES

**Body:**
- Heavy-duty all-aluminum frame construction
- Hand-laid fiberglass gel coat body with removable rubber foot mat
- Insulated upper body
- 2 slider windows with screens
- Curb side cable access door
- Cable access slot adjacent to entry door
- Tandem torsion axles with 15" wheels
- ST205/75R15 tires
- 2 personnel entry doors with steps and slider windows
- Electric brakes with DOT breakaway system
- Rear stabilizer jacks

**Storage:**
- 4 overhead storage cubbies and cabinets

**Lighting:**
- 12 VDC LED lighting
- LED Clearance lights per DOT standards
- Rooftop beacon

**Power:**
- Onan CMM 5500 genset, 5.5kW, 120 VAC/240 VAC, LPG
- Shore power inlet, 120/240 VAC Hubble Twist Lock
- 3 GFI duplex 120 VAC, 15-amp receptacles

**Miscellaneous:**
- 15,000 BTU low profile Coleman Mach Series Roughneck Model Air Conditioner

### OPTIONAL FEATURES

**Body:**
- Security bars on side windows and rear door window

**Storage:**
- Full streetside cabinetry
- Full curbside cabinetry

**Lighting:**
- Directional LED over rear entry door
- Rear floodlight - 12 VDC LED adjacent to rear entry door

**Power:**
- 25’ longshore power cord
- Roof mounted solar panel battery charger

**Miscellaneous:**
- Cross-aisle counter
- Rear-door security system
- 120 VAC, 5120 BTU, 1500-watt portable heater
- Wall-mounted heater: 240 VAC/2250-watt (LPG/gasoline genset only) or 120 VAC/1500-watt (diesel genset only)
- Front Stabilizer jacks
- Chocks and chock holder
- Task chair
- Spare tire and carrier